
103SHAKERS

2 WAYS HI-FI

FD-2CX FD-2CXFE
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Type	
Crossover/cutoff frequency (kHz)	
Power capacity (W RMS)	
Attenuation slope (LP/HP) (dB/oct)	
Impedance LF (Ohm)	
Impedance HF (Ohm)		
Equalization (dB)

Type	
Crossover/cutoff frequency (kHz)	
Power capacity (W RMS)	
Attenuation slope (LP/HP) (dB/oct)	
Impedance LF (Ohm)	
Impedance HF (Ohm)	

Type	
Crossover/cutoff frequency (kHz)	
Power capacity (W RMS)	
Attenuation slope (LP/HP) (dB/oct)	
Impedance LF (Ohm)	
Impedance HF (Ohm)	

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS TECHNICAL SPECIFICATIONS

SHAKERS

SK-07/T

16	
9,8	
20 kgf 196 N	
50	
100	
47	
20-100	
120 Hz, 18 dB/oct. 
min.	
3

Nominal impedance (Ohm)	
Minimum impedance (Ohm)	
Force (peak)	
Power capacity (W AES)	
Power capacity (maximum) (W)	
Fs (Hz)	
Frequency range (Hz)	
Recommended low pass filter	
Voice coil diameter (in)

TECHNICAL SPECIFICATIONS
156.5x156.5	
79 mm 3.11 in	
1,5	
1,6	
Nd	

External diameter (mm)	
Depth	
Net weight (kg)	
Total weight (kg)	
Magnet

CONSTRUCTION DETAILS

16Ω


